### BBX

**Flexible sheet for waterproofing**

<table>
<thead>
<tr>
<th>Property</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Reaction to fire</td>
<td>Class E</td>
</tr>
<tr>
<td>Tensile properties</td>
<td>NPD</td>
</tr>
<tr>
<td>Tear resistance</td>
<td>NPD</td>
</tr>
<tr>
<td>Joint strength</td>
<td>NPD</td>
</tr>
<tr>
<td>Impact resistance</td>
<td>NPD</td>
</tr>
<tr>
<td>Water vapour resistance</td>
<td>Sd= 80 m</td>
</tr>
<tr>
<td>Watertightness</td>
<td>Pass</td>
</tr>
<tr>
<td>Durability</td>
<td>NPD</td>
</tr>
</tbody>
</table>

**Manufacturer:**

VELUX A/S  
Ådalsvej 99  
DK-2970 Hørsholm  
www.velux.com/ce
EN 13984:2013
Notified body: 0402, 0845
BBX
Flexible sheet for waterproofing
Reaction to fire: Class E
Tensile properties: NPD
Tear resistance: NPD
Joint strength: NPD
Impact resistance: NPD
Water vapour resistance: 4,4·10¹¹ m²sPa/kg
Watertightness: Pass
Durability: NPD
VELUX A/S
Ådalsvej 99
DK-2970 Hørsholm
www.velux.com

EN 13245-2:2008
Notified body: 1378
LSB
LSC
LSD
PVC-UE profile for the external wall/ceiling finishes
Reaction to fire: Class E
Dangerous substances: NPD
Resistance to fixings: NPD
Durability: NPD
VELUX A/S
Ådalsvej 99
DK-2970 Hørsholm
www.velux.com

VELUX America LLC
1-800-88-VELUX
www.velux.com